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Chris Buduls  

Rawson Communities  

PO Box 3099  

Rhodes NSW 

Ref/Job No:  19WOL 12449 

14 February 2019 

Dear Chris, 

Re: Bushfire Attack Levels (BAL) for Camden Valley Way Leppington 

 

This letter provides the Bushfire Attack Levels (BAL) for the proposed subdivision development at Camden Valley 

Way. The BAL is based off Asset Protection Zones (APZ) provided in the approved assessment ‘Bushfire 

Protection Assessment: Proposed subdivision – Lot 1 and 2 DP 518718, Lot 12 and 13 DP 27877 and Lot A DP 

28997, Leppington NSW’. Consent was granted by Liverpool City Council (DA225/2017) dated 14 June 2018 for 

the proposed subdivision.  

Figure 1 and Table 1 shows the BAL for the proposed lots.  

The building construction standard is based on the determination of the BAL in accordance with Method 1 of 

Australian Standard AS 3959-2009 ‘Construction of buildings in bushfire-prone areas’ (Standards Australia 2009). 

The BAL is based on known vegetation type, effective slope, and managed separation distance between the 

development and the bushfire hazard. The bushfire construction standards will be determined at the development 

application stage for future dwellings within the proposed subdivision. This letter confirms the proposed lots can 

meet a maximum of BAL-29 is provided by the subdivision design using AS 3959-2009 fuel loads. 

This assessment is provided in accordance with Australian Standard AS 3959-2009 ‘Construction of buildings in 

bushfire-prone areas’ (2009) and Planning for Bushfire Protection (2006).  

If you require further information in relation to this matter please contact me on 4201 2215. 

Yours sincerely, 

 

Letara Judd 

Bushfire Consultant  
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Table 1: Threat assessment, APZ and category of bushfire attack 

Direction from 

envelope 

Slope1 Vegetation2 PBP APZ3 AS 3959-2009 

BAL-294 

AS 3959-2009 

BAL-194 

AS 3959-2009 

BAL-12.54 

Comment 

North >0 – 5o 

downslope 

Grassland 10 m 10-<15 m 15-<22 m 22-<50 m APZ located adjacent to temporary retaining wall along northern 

boundary and provided by landscaped area within setbacks 

East, South-

east 

Upslope Woodland 10 m 16-<24 m 24-<33 m 33-<100 m 185 m separation between woodland and the proposed building 

envelope provided by bio retention basin, flood storage area, 

electrical easement and road No. 06.  

South Flat/Upslope 

 

Remnant 

(‘rainforest’) 

10 m 11-<16 m 16-<23 m 23-<100 m APZ requirements will be achieved by proposed roading and 

building setbacks.  

All other 

directions 

Managed/developed land 

 

1 Slope most significantly influencing the fire behaviour of the site having regard to vegetation found. Slope classes are according to PBP.  

2 Predominant vegetation is identified, according to PBP and “Where a mix of vegetation types exist the type providing the greater hazard is said to be predominate”. 

3 Assessment according to Table A2.4 of PBP for woodland and rainforest and page 52 of PBP for grassland. 

4 Assessment according to Table 2.4.2 of AS 3959-2009.  
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Figure 1: Bushfire Attack Levels (BAL) 


