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GENERAL NOTES FOR COMMERCIAL WORKS

15.PROVIDE CLEARANCE FROM UNDERSIDE BEARERS TO FINISHED GROUND 
LEVEL OF 150mm FOR FLOOR WITH STRIP FLOORING OR 200mm FOR FLOORS 

WITH PARTICLEBOARD FLOORING AND 400mm IN A TERMITE DECLARED AREA.

16.BUILDER IS TO ENSURE WEEPHOLES ARE MINIMUM 50mm ABOVE FINISHED 
PAVING LEVELS AND 150mm ABOVE FINISHED GROUND LEVELS. 

17.FOR BUILDINGS IN CLOSE PROXIMITY TO THE BEACH ENSURE THAT ALL STEEL 

WORK, BRICK CAVITY TIES AND STEEL LINTELS ETC THAT ARE EMBEDDED OR 
FIXED INTO MASONRY BE PROTECTED IN ACCORDANCE WITH AS 3700 CURRENT 
EDITION, HOT DIPPED GALVANISED OR STAINLESS STEEL.

18.ALL WET AREAS TO COMPLY WITH AS 3740, CURRENT EDITION. WALL FINISHES 

SHALL BE IMPERVIOUS TO A HEIGHT OF 1800mm ABOVE FLOOR LEVEL TO 
SHOWER ENCLOSURES AND 300mm ABOVE BATHS, BASINS, SINKS AND TROUGHS 

IF WITHIN 75mm OF THE WALL. REFER TO CODE FOR ALL REQUIREMENTS.

19.PROVIDE WALL TIES TO BRICKWORK AT MAX 600mm CTRS IN EACH DIRECTION 
AND WITHIN 300mm OF ARTICULATION JOINTS.

20. SUB FLOOR VENTS ARE TO PROVIDE A RATE OF 7500mm SQ CLEAR 
VENTILATION PER 1000mm RUN OF EXTERNAL WALL AND 2200mm SQ CLEAR 

VENTILATION PER 1000mm RUN OF INTERNAL DWARF WALLS (LOCATED BELOW 
BEARER).

21.STAIR REQUIREMENTS: 

RISERS- 190mm MAX, 115mm MIN
GOING- 355mm MAX, 250mm MIN (240mm DOMESTIC ONLY)
RISERS AND TREADS TO BE CONSTANT IN SIZE THROUGHOUT FLIGHT. PROVIDE 

NON-SLIP FINISH OR SUITABLE NON-SKID STRIP NEAR EDGE OF NOSINGS. 
PROVIDE CONTINUOUS HANDRAIL 1000mm MIN HEIGHT TO BALCONIES AND 

DECKS WHICH ARE 1000mm OR MORE ABOVE GROUND LEVEL. 865mm MIN HEIGHT 
HANDRAIL ABOVE STAIR NOSINGS AND LANDINGS. MAX OPENINGS BETWEEN 

BALUSTERS NOT TO EXCEED 125mm AND MAX GAP TO OPEN TREAD NOT TO 
EXCEED 125mm.

22.STUMPS EXCEEDING 1200mm ABOVE GROUND TO BE BRACED CONCRETE 
STUMPS

-100mm SQ UP TO 1400mm LONG (1 NO. HD WIRE)
-100mm SQ 1400mm-1800mm LONG (2 NO. HD WIRES)

-125mm SQ 1800mm-3000mm LONG (2 NO. HD WIRES)

23.WHERE BUILDING IS WITHIN A DESIGNATED BUSHFIRE PRONE AREA 
COMPLIANCE WITH AS 3959, CURRENT EDITION IS REQUIRED TO A LEVEL OF 
ATTACK AS DETERMINED BY THE RELEVANT BUILDING SURVEYOR.

24.TERMITE CERTIFICATE (WHERE REQUIRED) TO BE INSTALLED INSIDE METER 

BOX PRIOR TO OCCUPANCY PERMIT ISSUE.

25.WC DOORS TO TOILET PANS LOCATED WITHIN 1.2m OF THE DOOR JAMB, LIFT 
OFF HINGES MUST BE FITTED. OTHERWISE THE DOORS MUST SWING 

OUTWARDS.

26.ALL EXIT DOORS AND DOORS IN THE PATH OF TRAVEL TO EXITS ARE TO BE 

CAPABLE OF BEING OPENED AT ALL TIMES FROM THE SIDE FACING A PERSON 
SEEKING EGRESS FROM THE BUILDING WITH A SINGLE HANDED DOWNWARD OR 

PUSHING ACTION ON A SINGLE DEVICE WITHOUT THE USE OF A KEY AND 
LOCATED BETWEEN 900MM AND 1200MM ABOVE FLOOR LEVEL IN ACCORDANCE 

WITH CLAUSE D2.21 OF THE BUILDING CODE OF AUSTRALIA OR AUTOMATICALLY 
UNLOCK UPON ACTIVATION OF ANY FIRE ALARM OR SPRINKLER IN THE BUILDING.

27.ELECTRONICALLY LOCKED EXIT DOORS AND DOORS IN THE PATH OF TRAVEL 
TO EXITS ARE TO BE FAIL-SAFE AND AUTOMATICALLY UNLOCK UPON ACTIVATION 

OF ANY FIRE ALARM IN THE BUILDING.

28.POWER OPERATED SLIDING DOORS SERVING AS EXITS ARE TO BE CAPABLE 
OF BEING OPENED BY HAND UNDER A FORCE OF NOT MORE THAN 110N UPON 

MALFUNCTION OR FAILURE OF THE POWER SOURCE.

29.SLIDING DOORS MUST BE OPENABLE UNDER A FORCE NOT GREATER THAN 

19.5N. 

30.PROVIDE LUMINANCE CONTRAST TO NOT LESS THAN 30% TO BE ACHIEVED 
BETWEEN ALL DOORS AND DOOR FRAMES IN ACCORDANCE WITH AS1428.1, 

CURRENT EDITION.

69.UPON COMPLETION OF THE SPRINKLER SYSTEM, THE BUILDER IS TO ARRANGE 
TO HAVE THE ALTERATIONS INSPECTED BY "FPIS" OR OTHER APPROVED 

SPRINKLER INSPECTION AND TESTING SERVICE AND PROVIDE WRITTEN 
CERTIFICATION OF COMPLIANCE TO THE RELEVANT BUILDING SURVEYOR PRIOR TO 

FINAL INSPECTION. 

70.FIRE HOSE REEL INSTALLATION TO COMPLY WITH AS1221 & AS 2441, CURRENT 
EDITIONS.

71.HOSE REEL ISOLATION VALVE TO BE SECURED IN THE OPEN POSITION WITH A 
PADLOCKED METAL STRAP LABELLED WITH AN ENGRAVED NON-FERROUS METAL 

TAG WITH 8mm HIGH UPPER CASE LETTERS "FIRE SERVICE VALVE - CLOSE ONLY TO 
SERVICE FIRE HOSE REELS"

72.HYDRANT AND BOOSTERS TO COMPLY WITH AS2419.1, CURRENT EDITION.

73.ALL HYDRANT OUTLETS TO BE FITTED WITH STORTZ CONNECTIONS

74.NURSE CALL SYSTEM TO COMPLY WITH CLAUSE VIC H 101.6 OF THE 
BCA.45.DISABLED SANITARY FACILITIES AND SHOWERS TO COMPLY IN ALL RESPECT 

TO AS1428.1, CURRENT EDITION.

46.DISABLED CAR SPACE TO COMPLY IN ALL RESPECTS TO AS2890.1, CURRENT 
EDITION.

47.FLAMMABILITY INDEX FOR ROOF SARKING NOT TO EXCEED 5

48.0.2MM POLYTHENE MEMBRANE BARRIER TO BE PLACED UNDERNEATH 
CONCRETE FOR SLAB FOUNDATIONS

49.UPON COMPLETION OF THE FIRE DETECTION & ALARM SYSTEM, THE BUILDER IS 

TO ARRANGE TO HAVE THE ALTERATIONS INSPECTED BY AN APPROVED TESTING 
SERVICE AND PROVIDE WRITTEN CERTIFICATION OF COMPLIANCE WITH AS1670 TO 

THE RELEVANT BUILDING SURVEYOR PRIOR TO THE FINAL INSPECTION. 

50.RIGID AND FLEXIBLE DUCTWORK TO COMPLY WITH THE FIRE HAZARD 
PROPERTIES SET OUT IN AS 4254, CURRENT EDITION.

51.ALL NEW FLOOR SLABS TO BE MINIMUM 150MM ABOVE ADJOINING GROUND 
LEVEL OR 50MM ABOVE PAVED AND DRAINED AREAS.

52.COOLROOM TO BE PROVIDED WITH DOOR CAPABLE OF BEING OPENED FROM 

INSIDE AT ALL TIMES WITHOUT A KEY, LIGHTING CONTROLLABLE ONLY FROM 
WITHIN THE ROOM WITH AN EXTERNAL INDICATOR LIGHT LOCATED EXTERNALLY 

WHICH IS ILLUMINATED WHEN THE LIGHTS WITHIN THE COOLROOM ARE SWITCHED 
ON AND AN ALARM DEVICE LOCATED OUTSIDE CONTROLLABLE FROM WITHIN THE 
ROOM WHICH EMITS A SOUND PRESSURE LEVEL OF 90DBA AT A DISTANCE OF 3 

METRES FROM THE ALARM DEVICE IN ACCORDANCE WITH CLAUSE G1.2 OF THE 
BCA.

53.STORM WATER DRAINAGE SYSTEM TO COMPLY WITH AS/NZS 3500.3.2, CURRENT 

EDITION.

54.REFLECTIVE FOIL LAMINATE TO COMPLY WITH AS/NZS 4200.2, CURRENT EDITION.

55.WATER TEMPERATURE CONTROL TO ALL BATHS AND SHOWERS REQUIRED IN 

ACCORDANCE WITH SUPPORTED RESIDENTIAL SERVICE DESIGN GUIDELINES. 
LEGIONELLA CONTROL REQUIRED TO AS3666.1, CURRENT EDITION.

56.OCCUPANT WARNING SYSTEM TO BE INSTALLED IN ACCORDANCE WITH CLAUSE 

6 OF SPECIFICATION E2.2A OF THE BCA

57.PORTABLE FIRE EXTINGUISHERS TO COMPLY WITH AS 2444, CURRENT EDITION.

58.ALL FLOOR, FIRE WALL AND FIRE RATED SHAFT PENETRATIONS FOR SERVICES 

ARE TO BE NO LARGER THAN IS NECESSARY TO INSTALL THE SERVICE AND EACH 
PENETRATION TO BE TREATED WITH AN APPROVED SYSTEM TO MAINTAIN THE 

REQUIRED FRL OF 120/120/120. DETAILS OF FIRE RATED TREATMENTS TO BE 
PROVIDED TO AND APPROVED BY THE RELEVANT BUILDING SURVEYOR PRIOR TO 

INSTALLATION. CERTIFICATION OF COMPLETED FIRE RATED TREATMENT WILL BE 
REQUIRED TO THE SATISFACTION OF THE BUILDING SURVEYOR PRIOR TO 

COMPLETION OF THE BUILDING WORK. 

GENERAL NOTES:

1.DO NOT SCALE PLANS. USE WRITTEN DIMENSIONS ONLY

2.THE BUILDER SHALL VERIFY ALL DIMENSIONS, LEVELS, SETBACKS AND 
SPECIFICATIONS PRIOR TO COMMENCING ANY WORKS OR ORDERING MATERIALS AND 

SHALL BE RESPONSIBLE FOR ENSURING THAT ALL BUILDING WORKS CONFORM TO 
THE BUILDING CODE OF AUSTRALIA, AUSTRALIAN STANDARDS CODES (CURRENT 

EDITIONS), BUILDING REGULATIONS, LOCAL BY-LAWS AND TOWN PLANNING 
REQUIREMENTS

3.THESE NOTES ARE NEITHER EXHAUSTIVE NOR A SUBSTITUTE FOR REGULATIONS, 
STATUTORY REQUIREMENTS, BUILDING PRACTICE OR CONTRACTUAL OBLIGATIONS 

AND UNLESS EXPRESSLY STATED OTHERWISE, ARE PROVIDED ONLY AS GUIDELINES. 
NO RESPONSIBILITY IS ACCEPTED FOR THEIR USE.

4.THESE DRAWINGS SHALL BE READ IN CONJUNCTION WITH ANY STRUCTURAL, CIVIL, 

MECHANICAL, ELECTRICAL, OR HYDRAULIC ENGINEERING COMPUTATIONS AND 
DRAWINGS.

5.ALL WORKS SHALL COMPLY WITH BUT NOT LIMITED TO THE FOLLOWING 

AUSTRALIAN STANDARDS, CURRENT EDITIONS:
AS 1288- GLASS IN BUILDINGS- SELECTION AND INSTALLATION
AS 1562- DESIGN AND INSTALLATION OF SHEET ROOF AND WALL CLADDING

AS 1684- RESIDENTIAL TIMBER FRAMED CONSTRUCTION
AS 1860- INSTALLATION OF PARTICLE BOARD FLOORING

AS 2047- INSTALLATION AND SELECTION OF WINDOWS
AS 2049- ROOF TILES

AS 2050- FIXING OF ROOF TILES
AS 2870- RESIDENTIAL SLABS AND FOOTINGS

AS 2904- DAMP PROOF COURSES AND FLASHINGS
AS 3500- PLUMBING AND DRAINAGE
AS 3600- CONCRETE STRUCTURES

AS 3660- PROTECTION OF BUILDINGS FROM SUBTERRANEAN TERMITES
AS 3700- MASONRY IN BUILDINGS

AS 3740- WATERPROOFING OF WET AREAS IN RESIDENTIAL BUILDINGS
AS 3959- CONSTRUCTION IN A BUSHFIRE PRONE AREA

AS 3786- SMOKE ALARMS
AS 4055- WIND LOADING FOR HOUSING

AS 4100- STEEL STRUCTURES

6.ALL TIMBER FRAMING TO COMPLY WITH AS 1684

7.THE BUILDER SHALL ENSURE FOR THE GENERAL WATER TIGHTNESS OF ALL NEW 

AND EXISTING WORKS.

8.THE BUILDER SHALL TAKE ALL STEPS NECESSARY TO ENSURE THE STABILITY OF 
NEW AND EXISTING STRUCTURES DURING ALL WORKS.

9.WHERE REQUIRED TREAT AREA BENEATH FLOOR AGAINST TERMITE INFESTATION IN 

ACCORDANCE WITH THE RELEVANT STANDARD. RING THE MUNICIPAL COUNCIL TO 
DETERMINE IF THIS IS MANDATORY.

10.SAFETY GLASS TO BE USED IN THE FOLLOWING CASES:
ALL ROOMS- WITHIN 500mm VERTICAL OF THE FLOOR

BATHROOMS- WITHIN 1500mm VERTICAL FROM BATH BASE
LAUNDRY- WITHIN 1200mm VERTICAL FROM FLOOR AND/OR WITHIN 300mm 

HORIZONTAL FROM ALL DOORS
DOORWAY- WITHIN 300mm HORIZONTAL FROM DOORS

SHOWER SCREENS SHALL BE GRADE A SAFETY GLASS

11.WINDOW SIZES ARE NOMINAL ONLY, ACTUAL SIZE WILL VARY ACCORDING TO 
MANUFACTURER. WINDOWS TO BE FLASHED ALL AROUND.

12.STORMWATER SHALL BE TAKEN TO LEGAL POINT OF DISCHARGE AS ADVISED BY 
THE MUNICIPAL DRAINAGE ENGINEER. CONTACT THE COUNCIL IF UNSURE OF POINT 

LOCATION.

13.SEWER OR SEPTIC SYSTEM SHALL BE IN ACCORDANCE WITH THE RELEVANT 
AUTHORITIES REQUIREMENTS.

14.FOOTINGS MUST NOT ENCROACH TITLE BOUNDARIES AND EASEMENT LINES. 

OWNER AND BUILDER TO ENSURE THIS DOES NOT OCCUR.

31.EXIT SIGNS AND EMERGENCY LIGHTS TO COMPLY WITH AS 2293, CURRENT 
EDITION.

32.EXIT SIGNS TO BE MOUNTED AT A HEIGHT OF 2500mm OR AS OTHERWISE 

APPROVED BY THE RELEVANT BUILDING SURVEYOR.

33.FIRE INDICES OF MATERIALS, LININGS AND SURFACE FINISHES TO COMPLY WITH 
SPECIFICATION C1.10 OF THE BUILDING CODE OF AUSTRALIA.

34.ALL WINDOWS TO COMPLY WITH AS2047, CURRENT EDITION.

35.ALL GLAZING TO COMPLY WITH AS 1288-2006, CURRENT EDITION.

36.ARTIFICIAL LIGHTING TO BE PROVIDED TO ALL ROOMS IN ACCORDANCE TO 
AS/NZS 1680, CURRENT EDITION.

37.ELECTRICAL SWITCHBOARDS LOCATED IN THE PATH OF TRAVEL TO EXITS TO BE 

ENCLOSED IN METAL OR OTHER NON-COMBUSTIBLE CABINETS WITH SMOKE PROOF 
DOORS. 

38.MAXIMUM RISER HEIGHTS TO ALL EXTERNAL STEPS OR DOOR THRESHOLDS NOT 
TO EXCEED 25MM.

39.NON SLIP FINISHES TO BE PROVIDED TO ALL STEPS AND LANDINGS.

40.SIGNS REQUIRED TO SMOKE AND FIRE DOORS INDICATING "FIRE(SMOKE) DOOR -

DO NOT OBSTRUCT" IN 20MM HIGH UPPER CASE LETTERS IN A CONTRASTING 
COLOUR IN ACCORDANCE WITH CLAUSE D2.23 OF THE BUILDING CODE OF 

AUSTRALIA.

41.AIR HANDLING SYSTEMS SUPPLYING GREATER THAN 1000L/SEC OR SERVING 

MORE THAN 1 ROOM TO SHUT DOWN UPON FIRE ALARM. 

42.MECHANICAL VENTILATION SYSTEM TO COMPLY WITH AS1668.1, AS1668.2 AND AS 
3666, CURRENT EDITIONS.

43.EXHAUST AIR OUTLETS NOT TO BE LOCATED CLOSER THAN 6M TO FRESH AIR 

INLETS.

44.WATERPROOFING TO WALLS AND FLOORS TO WET AREAS TO BE PROVIDED 

WHERE REQUIRED BY CLAUSE F1.7 IN ACCORDANCE WITH AS3740, CURRENT 
EDITION.

59.ALL FIRE WALLS TO HAVE AN FRL OF 120/120/120 AND COMPLY WITH AS1657, 
CURRENT EDITION.

60.MAINTENANCE ACCESS LADDERS, WALKWAYS AND MAINTENANCE PLATFORMS TO 
COMPLY WITH AS1657, CURRENT EDITIONS.

61.SIGNS WARNING AGAINST THE USE OF LIFTS IN A FIRE TO BE PROVIDED TO ALL 
LIFTS IN ACCORDANCE WITH CLAUSE E3.3 OF THE BCA.

62.LIFT HANDRAILS, INTERNAL DIMENSIONS, DOOR OPENING AND LOCATION OF 

OPERATING BUTTONS TO COMPLY WITH AS1735.12. DOOR OPENING SENSORY 
DEVICES TO BE CAPABLE OF DETECTING A 75MM DIAMETER ROD ACROSS THE DOOR 

OPENING BETWEEN 50MM AND 1550MM ABOVE FLOOR LEVEL IN ACCORDANCE WITH 
CLAUSE E3.6 OF THE BCA.

63.LIFT LANDING DOORS TO LIFTS TO HAVE AN FRL OF -/60/- AND COMPLY WITH 
AS1735.11, CURRENT EDITION.

64.LIFT CALL AND INDICATOR PANELS LARGER THAN 35000MM2 IN AREA TO BE 

BACKED BY CONSTRUCTION WITH AN FRL OF -/60/60.

65.ALL LIFT CAR MATERIALS TO COMPLY WITH THE FIRE INDICES PROPERTIES 
REQUIRED BY AS1735.2, CURRENT EDITION.

66.THE FIRE DETECTION & ALARM SYSTEM TO COMPLY WITH CLAUSE E2.2A OF THE 
BCA AND AS 1670.1, CURRENT EDITIONS

67.SPRINKLER SYSTEM TO COMPLY WITH AS 2118.4, CURRENT EDITION.

68.SMOKE ALARMS TO BE PROVIDED AND INSTALLED IN ACCORDANCE WITH AS3786. 

NEW DWELLINGS AND ADDITIONS WITH SLEEPING ACCOMMODATION TO BE HARD 
WIRED WITH BATTERY BACK UP.
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SITE AREA ANALYSIS

SITE: : 10920.8m²

PROP. UNIT AREAS (overall) : 4700m² (43.0%)
PROP. HARD SURFACE/ CARPARKING AREA  : 5780m² (53.0%)

PROP. LANDSCAPING AREA : 440.8m² (4.0%)
TOTAL: : 10920.8m²

STAGE AREA SUMMARY

SITE: : 10920.8m²

PROPOSED STAGE 1 : 4172.1m² (38.2%)
PROPOSED STAGE 2 : 3116.5m² (28.5%)

PROPOSED STAGE 3 : 3632.3m² (33.3%)
TOTAL: : 10920.8m²

WAREHOUSE AREA SUMMARY

PROPOSED WAREHOUSE FLOOR AREA : 4057m²
PROPOSED ADMIN FLOOR AREA : 354m²

PROPOSED MEZZANINE FLOOR AREA : 289m²
OVERALL FLOOR AREAS : 4700m²

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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NOTE:
CARPARKING LIGHTING TO BE 
INSTALLED IN ACCORDANCE 
WITH THE RELEVANT 
STANDARDS
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ENERGY EFFIENCY RATING:
THE PROPOSED BUILDING IS TO EXCEED THE MINIMUM ENERGY 
PERFORMANCE STANDARDS REQUIRED BY THE CURRENT EDITION OF 
THE BUILDING CODE OF AUSTRALIA.

TERMITE PROTECTION:
PROVIDE TERMITE PROTECTION IN ACCORDANCE WITH A.S.3660.1

TEMPORARY FENCING:
BUILDER TO PROVIDE FENCING TO ANY UNFENCED BOUNDARIES TO 
COMPLY WITH THE REQUIREMENTS OF LOCAL AUTHORITIES BY-LAWS.

TIMBER FRAMING NOTES:
90 x 45mm F5 PINE TOP & BOTTOM PLATES;
90 x 45mm F5 PINE STUDS @ 450mm CENTRES TO EXTERNAL WALLS;
90 x 35mm F5 PINE STUDS @ 600 CENTRES TO INTERNAL WALLS;
NOGGINS AT HALF STUDS.
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SITE PREPARATION:

▪ SITE TO BE SCRAPED APPROX. 100mm ALLOWING FOR THE REMOVAL 
OF ANY VEGETATION AND TO PROVIDE A LEVEL BASE FOR THE FOOTING 
SYSTEM DESIGNED BY AN ENGINEER; SPREAD FILL OVER REMAINING 
BUILDING AREA TO BE LEVEL; TO BE CONFIRMED PRIOR TO THE 
COMMENCEMENT OF ANY WORKS;

▪ ALL SITE CUTS, FILL, BATTER OR SCRAPES TO BE CONFIRMED BY 

BUILDER PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ ALL FINISHED FLOOR LEVELS TO BE CONFIRMED BY BUILDER PRIOR 

TO ANY WORKS;

F.F.L. FINISHED FLOOR REDUCED LEVEL.

PRELIMINARY SITE LEVELS:
SITE LEVELS ARE APPROXIMATE ONLY DUE TO EXISTING SITE 
CONDITIONS (EXISTING STRUCTURES); SITE LEVELS WILL BE RE-
ASSESSED ON COMPLETION OF CLEARING SITE.
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   WATER METER

   SEWER MANHOLE

  S/W DRAIN OUTLET

   METER BOX LOC.

   EXISTING TREES

   STORM WATER RUN

   TREES REMOVED

   GAS METER

   RECYCLED WATER POINT

   EXTERNAL WATER POINT

   CAPPED GAS POINT

   HOT WATERHW

   DOWN PIPE LOC.

SW

SITE PLAN NOTES.

GENERALLY:

▪ ALL BOUNDARY DIMENSIONS ARE APPROXIMATE & TO BE VERIFIED WITH A 
CLEAR COPY OF TITLE;

CIVIAL DRAINAGE PLAN TO TAKE PRECEDENCE OF SITE PLAN STORMWATER 
LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED PRIOR 

TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR TO 
ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

   EXHAUST FAN

S    SMOKE DETECTOR

RWT RAINWATER TANK

    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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Project number

Revision number

BUILDING PERMIT ISSUE

As indicated

BP2

Proposed Site Plan

16120
THE ESPLANADE

NORTH SHORE NEW INDUSTRIES

SEPT. 2016

ALH

-

A0202

1 THE ESPLANADE, NORTH SHORE, VICTORIA

SITE AREA ANALYSIS

SITE: : 10920.8m²

PROP. UNIT AREAS (overall) : 4700m² (43.0%)
PROP. HARD SURFACE/ CARPARKING AREA  : 5780m² (53.0%)

PROP. LANDSCAPING AREA : 440.8m² (4.0%)
TOTAL: : 10920.8m²

STAGE AREA SUMMARY

SITE: : 10920.8m²

PROPOSED STAGE 1 : 4172.1m² (38.2%)
PROPOSED STAGE 2 : 3116.5m² (28.5%)

PROPOSED STAGE 3 : 3632.3m² (33.3%)
TOTAL: : 10920.8m²

WAREHOUSE AREA SUMMARY

PROPOSED WAREHOUSE FLOOR AREA : 4057m²

PROPOSED ADMIN FLOOR AREA : 354m²
PROPOSED MEZZANINE FLOOR AREA : 289m²

OVERALL FLOOR AREAS : 4700m²

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

SCALE 1 : 100

Typical Signage Floor Plan2
SCALE 1 : 100

Typical Signage Elevation Front3

SIGNAGE MATERIAL LEGEND

SIGNAGE PYLON: Matrix Cladding - ColorBond 'Monument' or similar

WHITE PANEL SIGN: Matrix Cladding - Dulux 'Wairakei Quarter' similar

GREEN PANEL SIGN: Matrix Cladding - Dulux 'Effervescent Energy' or similar

BLUE PANEL SIGN: Matrix Cladding - Dulux 'Zuni' similar

ORANGE PANEL SIGN: Matrix Cladding - Dulux 'Coppersmith' similar

SCALE 1 : 25

Typical Bollard Light Elevation4

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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NOTE:
SHARED PEDESTRIAN/ 
VEHICLE ZONES TO BE IN 
ACCORDANCE WITH THE 
RELEVANT STANDARDS.

NOTE:
SHARED PEDESTRIAN/ 
VEHICLE ZONES TO BE IN 
ACCORDANCE WITH THE 
RELEVANT STANDARDS.

NOTE:
SHARED PEDESTRIAN/ 
VEHICLE ZONES TO BE IN 
ACCORDANCE WITH THE 
RELEVANT STANDARDS.

NOTE:
SHARED PEDESTRIAN/ 
VEHICLE ZONES TO BE IN 
ACCORDANCE WITH THE 
RELEVANT STANDARDS.

    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
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SELECTED

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
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NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED METAL 
ROOF SHEETING AS 
SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED
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DOWNPIPE (100 Ø min.)AS 
SELECTED 

8

A1001

10

A1001

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

TYPE A - FACADE 1

8850

30
00

12
00

63
00

60
0

18
00

 S
IG

N
10

0
50

00

PROVISION FOR SIGNAGE 
ABOVE ROLLER
MAX 5.6m2

1111

6

9 15

9

10

W02
A1

AD03
A1

RW
H. 

& D
P.

12
00

10

A1001

3100 SIGN 375

9

W03
A1

W03
A111

45
00

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

NOTE:
UNITS BACKING ONTO THE ABERY ROAD STREETSCAPE SHALL EACH HAVE A 
SPOTLIGHT ON THE TOP OF THE PARAPET ILLUMINATING THE REAR WALL OF THE 
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CONCRETE PANEL WALL 
CONSTRUCTION TO 
ENGINEERS DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
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NOTE:
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FLOORING AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS
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FOOTINGS TO ENGINEERS 
DETAILS
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INSULATION AS REQ.  
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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SCALE 1 : 100

Typical Unit Ground Floor Plan - Type A11

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Typical Roof Plan - Type A13

SCALE 1 : 100

Typical Unit Elevations - Type A1 - Front6

SCALE 1 : 100

Typical Unit Elevations - Type A1 - Rear7

SCALE 1 : 100

Typical Unit Section - A1 - 18

SCALE 1 : 100

Typical Unit Elevations - Type A1 - Side9

SCALE 1 : 100

Typical Unit Ground Floor RCP - Type A14

SCALE 1 : 100

Typical Unit Section - A1 - 210

No. Description Date
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2 BP Issue 1 - Client Amendments 04-09-18
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

CARSPACE 1CARSPACE 2LOADING BAY

RW
H. & DP.
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CON01
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BC. SS.

S
W

B
.

F.E
(ABE) 5kg

CLASS F FIRE
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STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

PRESSED METAL 
ROOFING AS 
SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

FLOORING AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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NORTH SHORE NEW INDUSTRIES
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-
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Typical Unit Ground Floor Plan - Type A21

SCALE 1 : 100

Typical Roof Plan - Type A23

SCALE 1 : 100

Typical Unit Ground Floor RCP - Type A24

SCALE 1 : 100

Typical Unit Elevations - Type A2.1 - Front6

SCALE 1 : 100

Typical Unit Elevations - Type A2 - Rear7

SCALE 1 : 100

Typical Unit Elevations - Type A2 - Side9

SCALE 1 : 100

Typical Unit Section - A2 - 110

SCALE 1 : 100

Typical Unit Elevations - Type A2.2 - Front14

SCALE 1 : 100

Typical Unit Section - A2 - 28

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.
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ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.
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TV

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

d.
p.

/
r.w

.h
.

d.
p.

sp
rd

.

GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILINGSYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL
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SEPT. 2016

ALH

-
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Typical Unit Ground Floor RCP- Type B13
SCALE 1 : 100

Typical Roof Plan - Type B15

SCALE 1 : 100

Typical Unit Elevations - Type B1 - Front6
SCALE 1 : 100

Typical Unit Elevations - Type B1 - Rear7

SCALE 1 : 100

Typical Unit Elevations - Type B1 - Side8

SCALE 1 : 100

Typical Unit Section - B1 - 19
SCALE 1 : 100

Typical Unit Section - B1 - 210

SCALE 1 : 100

Typical Unit Ground Floor Plan - Type B11

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18



TV

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING
SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL
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NOTE:
FLOOR LEVEL VARIES
REFER TO A0203 -
OVERALL GROUND 
FLOOR PLAN
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WALL (UNLESS 
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A CORNER

SHARED PARTY 
WALL (UNLESS 
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NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW PRESSED METAL 
COLORBOND BOX GUTTER AS 
SELECTED. DOWNPIPE TO RUN 
WITHIN ROOF STRUCTURE AND 
DRAIN INTO ADJACENT BOX 
GUTTER'S SUMP.

BOX GUTTER FALL

SM
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NEW PRESSED 
METAL ROOF 
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NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED
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SELECTED 
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ENGINEERS DETAILS
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DETAILS

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL COLORBOND 
BOX GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.

c

Scale @ A1Checked by

Drawn by

Date

Project number

Revision number

BUILDING PERMIT ISSUE

As indicated

BP2

Proposed Warehouse Type B2 Plans

16120
THE ESPLANADE
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Typical Unit Ground Floor Plan - Type B21

SCALE 1 : 100

Typical Unit Ground Floor RCP - Type B23
SCALE 1 : 100

Typical Roof Plan - Type B25

SCALE 1 : 100

Typical Unit Elevations - Type B2.1 - Front6
SCALE 1 : 100

Typical Unit Elevations - Type B2.2 - Front7

SCALE 1 : 100

Typical Unit Elevations - Type B2 - Rear8

SCALE 1 : 100

Typical Unit Section - B2 - 19

SCALE 1 : 100

Typical Unit Section - B2 - 210

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING
SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL
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SURFACE 
INDICATORS
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CLASS F FIRE
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NOTE:
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METAL ROOF

BOX GUTTER FALL

SHARED PARTY 
WALL (UNLESS 
WAREHOUSE IS ON 
A CORNER

SHARED PARTY 
WALL (UNLESS 
WAREHOUSE IS ON 
A CORNER

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

BOX GUTTER FALL

SM
P. 

& D
P.

TYPE B2 

WAREHOUSE

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW PRESSED 
RAINWATER HEAD & PVC 
DOWNPIPE (100 Ø min.)AS 
SELECTED 

5
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NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
SELECTED
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NEW PRESSED METAL 
COLORBOND BOX GUTTER AS 
SELECTED. DOWNPIPE TO RUN 
WITHIN ROOF STRUCTURE AND 
DRAIN INTO ADJACENT BOX 
GUTTER'S SUMP.

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

Ground FL
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Typical Unit Ground Floor Plan - Type B31

SCALE 1 : 100

Typ. Unit  Mezz. Floor Plan - Type B32

SCALE 1 : 100

Typical Unit Ground Floor RCP - Type B33

SCALE 1 : 100

Typical Unit Mezz. RCP - Type B34

SCALE 1 : 100

Typical Roof Plan - Type B35

SCALE 1 : 100

Typical Unit Elevations - Type B3 - Front6

SCALE 1 : 100

Typical Unit Elevations - Type B3 - Rear7

SCALE 1 : 100

Typical Unit Elevations - Type B3 - Side8

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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ADMIN

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

STAIRS AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

CEILING TILES ON 
SUSPENDED TRACK 
SYSTEM AS SELECTED

FIRST FLOOR 
FRAMING TO 
ENGINEERS 
DETAILS

FLOORING AS 
SELECTED

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL COLORBOND 
BOX GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.
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STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

PRESSED METAL ROOFING 
AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

FLOORING AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
FRAMING W SAFETY 
MESH TO UNDERSIDE & 
INSULATION AS REQ.  

WAREHOUSE

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

SCALE 1 : 100

Typical Unit Section - B3 - 11
SCALE 1 : 100

Typical Unit Section - B3 - 22

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.
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MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING
SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1
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METAL ROOF

BOX GUTTER FALL

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

WAREHOUSE

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

NEW PRESSED 
RAINWATER HEAD & PVC 
DOWNPIPE (100 Ø min.)AS 
SELECTED 

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

BOX GUTTER FALL

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
SELECTED
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 11

SCALE 1 : 100

Mezz. Floor Plan - Unit 12

SCALE 1 : 100

Roof Plan - Unit 13

SCALE 1 : 100

Ground Floor RCP - Unit 14

SCALE 1 : 100

Mezz. RCP - Unit 15

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Elevation - Unit 1 - Front1

SCALE 1 : 100

Elevation - Unit 1 - Rear2

SCALE 1 : 100

Elevation - Unit 1 - Side3

SCALE 1 : 100

Elevation - Unit 1 - Side 24

SCALE 1 : 100

Unit 1 - Section 15
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Unit 1 - Section 26
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ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

d.
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/
r.w
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.

d.
p.

sp
rd

.

GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
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METAL ROOF
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 301

SCALE 1 : 100

Mezz. Floor Plan - Unit 302

SCALE 1 : 100

Roof Plan - Unit 303

SCALE 1 : 100

Elevation - Unit 30 - Front4
SCALE 1 : 100

Elevation - Unit 30 - Rear5
SCALE 1 : 100

Elevation - Unit 30 - Side6
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MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

d.
p.

/
r.w

.h
.

d.
p.
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.

GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1
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STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

PRESSED METAL ROOFING 
AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

FLOORING AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
FRAMING W SAFETY 
MESH TO UNDERSIDE & 
INSULATION AS REQ.  
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ADMIN

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

STAIRS AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

CEILING TILES ON 
SUSPENDED TRACK 
SYSTEM AS SELECTED

FIRST FLOOR 
FRAMING TO 
ENGINEERS 
DETAILS

FLOORING AS 
SELECTED

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor RCP - Unit 301
SCALE 1 : 100

Mezz. RCP - Unit 302

SCALE 1 : 100

Unit 30 - Section 27

SCALE 1 : 100

Unit 30 - Section 18

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 311

SCALE 1 : 100

Mezz. Floor Plan - Unit 312

SCALE 1 : 100

Roof Plan - Unit 313

SCALE 1 : 100

Elevation - Unit 31 - Front4

SCALE 1 : 100

Elevation - Unit 31 - Rear5

SCALE 1 : 100

Elevation - Unit 31 - Side6

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18



TV

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
d.
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/
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

NO CEILING (EXPOSED ROOF FRAMING)
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CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

STAIRS AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

CEILING TILES ON 
SUSPENDED TRACK 
SYSTEM AS SELECTED

FIRST FLOOR 
FRAMING TO 
ENGINEERS 
DETAILS

FLOORING AS 
SELECTED

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor RCP - Unit 311
SCALE 1 : 100

Mezz. RCP - Unit 312

SCALE 1 : 100

Unit 31 - Section 17

SCALE 1 : 100

Unit 31 - Section 28
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TV

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

d.
p.

/
r.w

.h
.

d.
p.

sp
rd

.

GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

LO
A

D
IN

G
 B

A
Y

RW
H. &

 D
P.

ADMIN
26m2

OPTIONAL 
SHWR.

RF01

CON01

CPT01

WC.

WB.

BC.

SS.SWB.

F.E
(ABE) 5kg

F.E
(ABE) 2.5kg

CLASS F FIRE
BLANKET 1.2M²

HWU

NOTE:
FLOOR LEVEL VARIES
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NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
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METAL COLORBOND 
PARAPET CAPPING 
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NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW PRESSED METAL 
COLORBOND BOX GUTTER AS 
SELECTED. DOWNPIPE TO RUN 
WITHIN ROOF STRUCTURE AND 
DRAIN INTO ADJACENT BOX 
GUTTER'S SUMP.
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RAINWATER HEAD & PVC 
DOWNPIPE (100 Ø min.)AS 
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DETAILS

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL COLORBOND 
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TO ENGINEERS DETAILS

PRESSED METAL 
ROOFING AS 
SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

FLOORING AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
FRAMING W SAFETY 
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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THE ESPLANADE

NORTH SHORE NEW INDUSTRIES

SEPT. 2016
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 321

SCALE 1 : 100

Roof Plan - Unit 323

SCALE 1 : 100

Ground Floor RCP - Unit 324

SCALE 1 : 100

Elevation - Unit 32 - Front6

SCALE 1 : 100

Elevation - Unit 32 - Rear7

SCALE 1 : 100

Unit 32 - Section 18
SCALE 1 : 100

Unit 32 - Section 29

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

d.
p.

/
r.w
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.
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
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FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE PANEL 
WALL CONSTRUCTION 
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DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
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REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
FRAMING W SAFETY 
MESH TO UNDERSIDE & 
INSULATION AS REQ.  

EX01
33

W01
33

30
00

75
00

11

50
00

8

A1015

45
00

FLOOR LEVEL

27
00

1020 530

1550

FG

FG

FGFG
90

0
90

0
90

0

EX01
33

W01
33

NOTE:
REFER TO A0203 TO 
DETERMINE IF ENTRY 
WINDOW/ DOOR IS 
MIRRORED.

2350

W05
33

90
0

90
0

90
0

90
0

90
0

90
0

54
00

FG

FG

FG

FG

FG

FG

18
00

15
00

18
00

90
0

FG

W16
33

FLOOR LEVEL

900

900

FG

W16
32

    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 331

SCALE 1 : 100

Roof Plan - Unit 333

SCALE 1 : 100

Ground Floor RCP - Unit 334

SCALE 1 : 100

Elevation - Unit 33 - Front6
SCALE 1 : 100

Elevation - Unit 33 - Rear7

SCALE 1 : 100

Unit 33 - Section 18

SCALE 1 : 100

Unit 33 - Section 29
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ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

d.
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

WAREHOUSE

ADMIN

282m2

48m2

KITCHENETTE

LOADING BAY

LOADING BAY

C
A

R
S

P
A

C
E

 6
C

A
R

S
P

A
C

E
 7

CARSPACE 1 CARSPACE 2 CARSPACE 3 CARSPACE 4

CARSPACE 5

18450 OVERALL

150 8300 ADMIN 150

150 9760 WAREHOUSE 90 5650

STAIRS

1750

STAIRS

900 150

150 17550 WAREHOUSE 150

150 17700 600

19
84

5 
O

V
E

R
A

LL

17
00

15
0

17
84

5 
W

A
R

E
H

O
U

S
E

15
0

15
0

31
50

S
T

A
IR

S

17
50

S
T

A
IR

S

90
0

90
29

00
 D

IS
. W

C
.

90
10

66
5 

W
A

R
E

H
O

U
S

E
15

0

15
0

10
06

5 
W

A
R

E
H

O
U

S
E

B
C

.

60
0

29
90

41
90

15
0

W
IN

D
O

W
/ D

O
O

R

15
50

15
0

15
0

13
59

5
15

0
58

00
 A

D
M

IN
15

0

RW
H. &

 D
P.

RW
H. 

& D
P.

AD04
34

RD01
34

EX02
34

W01
34

EX01
34

W17
34

AD01
34

SA01
34

530

AD02
34

ADJACENT WAREHOUSES CARPARKING

LANDSCAPING

ADJACENT WAREHOUSES CARPARKING

BOLLARD 
LIGHTING

BOLLARD 
LIGHTING

14
83

OPTIONAL 
SHWR.

RF01

CON01

CPT01

WC.
WB.

NEW 90mm 
PLASTERED 
DWARF WALL @ 
1050H TO STAIRS 

BC. SS.

S
W

B
.

F.E
(ABE) 5kg

TACTILE GROUND
SURFACE INDICATORS
AS PER AS1428.1F.E

(ABE) 2.5kg

S
T

A
IR

S
 O

P
E

N
 U

N
D

E
R

CLASS F FIRE
BLANKET 1.2M²

HWU

NOTE:
FLOOR LEVEL VARIES
REFER TO A0203 -
OVERALL GROUND 
FLOOR PLAN

SHARED PARTY 
WALL (UNLESS 
WAREHOUSE IS ON 
A CORNER

920 x 
2040 

920 x 2040 CSL.

4000 x 5000 ROLLER

920

DIS. WC

920

3200 x 5000 ROLLER

150

WINDOW

2900 5550

EQEQEQEQEQEQEQEQEQ

150 15060 90 2400 DIS WC. 150

825 NOM.

45
0

16
00

92
0

110

13
74

5
61

00

CL CL CL CL CL CL CL CL CL CL

4

A1017

5

A1017

600 300

BOLL
ARD

BOLL
ARD

150 325 4000 5435

48 m²
MEZZANINE

61
00

 O
V

E
R

A
LL

 M
E

Z
Z

A
N

IN
E

9700 NOM. SETBACK 8600 OVERALL MEZZANINE

15
0

58
00

 M
E

Z
Z

A
N

IN
E

90

15
0

58
00

 M
E

Z
Z

A
N

IN
E

15
0

15
0

31
50

S
T

A
IR

S

17
50

S
T

A
IR

S

90
0

90

150 8300 MEZZANINE 150

90 6150

STAIRS

1250

STAIRS

900 150

CEILING 

BELOW TO 

DIS. WC.

WAREHOUSE BELOW

W19
34

W19
34

W18
34

300 600 7400 WINDOW 600 300

13
74

5
19

00

W
IN

D
O

W

90
0

12
00

W
IN

D
O

W

90
0

12
00

30
0

19
84

5 
O

V
E

R
A

LL

18450 OVERALL

300 8600 WINDOW SHROUD 300

30
0

61
00

 W
IN

D
O

W
 S

H
R

O
U

D
30

0

17
00

30
0

CPT01

NEW 90mm 
PLASTERED 
DWARF WALL @ 
1050H TO STAIRS 

TACTILE GROUND
SURFACE 
INDICATORS
AS PER AS1428.1

600 300

4

A1017

5

A1017

EQEQEQEQEQEQEQEQEQ 825 NOM.

CL CL CL CL CL CL CL CL CL CL

RW
H. 

& D
P.

RW
H. 

& D
P.

SHARED PARTY 
WALL 

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW 300w x 150d 
(min.) PRESSED 
METAL COLORBOND 
BOX GUTTER AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

SM
P. &

 
RW

H. &
 

DP.

NEW PRESSED METAL 
COLORBOND BOX GUTTER AS 
SELECTED. DOWNPIPE TO RUN 
WITHIN ROOF STRUCTURE AND 
DRAIN INTO ADJACENT BOX 
GUTTER'S SUMP.

B
O

X
 G

U
T

T
E

R
 F

A
L

L

SM
P. 

& D
P.

NEW PRESSED 
RAINWATER HEAD & PVC 
DOWNPIPE (100 Ø min.)AS 
SELECTED 

METAL ROOF

WAREHOUSE

2° FALL

B
O

X
 G

U
T

T
E

R
 F

A
L

L

SM
P. &

 
RW

H. &
 

DP.

NEW PRESSED 
RAINWATER HEAD & 
PVC DOWNPIPE (100 
Ø min.)AS SELECTED 

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED METAL 
COLORBOND PARAPET 
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CAPPING/ FLASHING OVER 
WALL & SHROUD AS 
SELECTED
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Ground Floor Plan - Unit 341

SCALE 1 : 100

Mezz. Floor Plan - Unit 342

SCALE 1 : 100

Roof Plan - Unit 343

SCALE 1 : 100

Ground Floor RCP - Unit 344
SCALE 1 : 100

Mezz. RCP - Unit 345

No. Description Date
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TV

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

First FL
3.30

First CL
6.00

5

A1017

15
00

27
00

30
0

30
00

75
00

50
00

18
00

10
0

90
0

30
00

30
0

33
00

PROVISION FOR SIGNAGE 
ABOVE ROLLER
MAX 7.2m2

1283872128

10 5

9

? ? ? 9 9 54 5 11 5 5 8 5 4

499 9 9 811 5

48
00

27
00

66
00

W17
34

AD04
34

?

W18
34

?

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

First FL
3.30

First CL
6.00

5

A1017

EX02
34

RD01
34

91115

9

10

30
00

30
0

27
00

15
00

75
00

50
00

RW
H. 

& D
P.

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

First FL
3.30

First CL
6.00

4

A1017

4

A1019

W19
34

W19
34

15
00

27
00

30
0

30
00

75
00

48
00

27
00

24
00

30
0

RW
H. 

& D
P.

9

8 5 11 5 11 8 5

5 8 9 6 8 6 7

9 9

9 6 7 8 6 10

9999

Ground FL
0.00

Ground CL
3.00

Parapet
7.50

First FL
3.30

First CL
6.00

5

A1017

15
00

27
00

30
0

30
00

75
00

48
00

27
00

10
50

WAREHOUSE

ADMIN

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

STAIRS AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

CEILING TILES ON 
SUSPENDED TRACK 
SYSTEM AS SELECTED

FIRST FLOOR 
FRAMING TO 
ENGINEERS DETAILS

FLOORING AS 
SELECTED

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

MEZZANINE
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TO ENGINEERS DETAILS

PRESSED METAL 
ROOFING AS 
SELECTED

NOTE:
REFER TO SECTION J 
REPORT FOR ENERGY 
EFFICIENCY REQ.

FLOORING AS 
SELECTED

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

CONCRETE SLAB TO 
ENGINEERS DETAILS

REINFORCED CONCRETE 
FOOTINGS TO ENGINEERS 
DETAILS

EXPOSED ROOF 
FRAMING W SAFETY 
MESH TO UNDERSIDE & 
INSULATION AS REQ.  
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    1979  The copyright of this drawing is vested solely and entirely in Drake Design Pty. Ltd.

Contractors must verify all dimensions at the job before commencing any work or making any shop 
drawings. Dimensions are in millimetres. Figured dimensions to take precedence over scale.

Any extra entailed in work hereon must be claimed and approval obtained before proceeding, 
otherwise no extra will be allowed.
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BP2

Proposed Warehouse 34 Plans 2

16120
THE ESPLANADE

NORTH SHORE NEW INDUSTRIES

SEPT. 2016

ALH

-

A1017

1 THE ESPLANADE, NORTH SHORE, VICTORIA

MIN. FIRE HAZARD PROPERTIES TO FINISHES.
BUILDING CLASS 5 & 7b

FLOOR COVERINGS:
CRITICAL RADIANT FLUX NOT LESS THAN: 2.2

WALL LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 & 3 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

CEILING LININGS:
PUBLIC CORRIDORS: GROUP 1 & 2 MATERIALS
WITHIN SPECIFIC AREAS: GROUP 1 & 2 MATERIALS
OTHER AREAS: GROUP 1 & 2 & 3 MATERIALS

NOTE: REFER TO BCA SPECIFICATION C1.10, C1.10a, C2.5, & E1.3 FOR 
ESSENTIAL FIRE SAFTEY REQUIREMENTS

NOTE: CARPET, TILE & VINYL TO BE CONFIRMED ON SITE. FIRE HAZARD 
INFORMATION FOR ALL FLOOR COVERINGS TO BE PROVIDED TO RELEVANT 
BUILDING SURVEYOR FOR APPROVAL PRIOR TO INSTALLATION.

SCALE 1 : 100

Elevation - Unit 34 - Front1

SCALE 1 : 100

Elevation - Unit 34 - Rear2

SCALE 1 : 100

Elevation - Unit 34 - Side3

SCALE 1 : 100

Unit 34 - Section 14

SCALE 1 : 100

Unit 34 - Section 25

No. Description Date

1 Preliminary BP1 Issue 14-12-17

2 BP Issue 1 - Client Amendments 04-09-18
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SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority
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GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
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NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW 300w x 150d 
(min.) PRESSED 
METAL COLORBOND 
BOX GUTTER AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED
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NEW PRESSED METAL 
COLORBOND BOX GUTTER AS 
SELECTED. DOWNPIPE TO RUN 
WITHIN ROOF STRUCTURE AND 
DRAIN INTO ADJACENT BOX 
GUTTER'S SUMP.
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RAINWATER HEAD & PVC 
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NEW PRESSED 
RAINWATER HEAD & 
PVC DOWNPIPE (100 
Ø min.)AS SELECTED 

NEW PRESSED 
METAL ROOF 
SHEETING AS 
SELECTED

NEW PRESSED 
METAL COLORBOND 
PARAPET CAPPING 
AS SELECTED

NEW PRESSED METAL 
COLORBOND PARAPET 
CAPPING/ FLASHING OVER 
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TV

SYMBOL DESCRIPTION FIXING LOCATION

ELECTRICAL SCHEDULE

GPO - WITH 1 POINT WALL MOUNTED 1200+mm ABOVE 
FLOOR LEVEL.

GPO - WITH 2 POINTS WALL MOUNTED 1200mm+ ABOVE 
FLOOR LEVEL

GPO - WITH 1 POINT UNDER BENCH MOUNTED 

GPO - WITH 1 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

GPO - WEATHER 
PROTECTED - WITH 2 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

2

1

2

GARAGE DOOR OPEN/CLOSE 
BUTTON

GD
WALL MOUNTED 1200mm 
ABOVE FLOOR LEVEL

MB

TELEPHONE OUTLET WALL MOUNTED 300mm ABOVE FFL 
KITCHEN - PHONE UNIT WALL 
MOUNTED 1400mm ABOVE FFL

TELEVISION AERIAL SOCKET WALL MOUNTED 300mm ABOVE 
FINISHED FLOOR LEVEL

METER BOX AND
MAIN SWITCH BOARD

RECESSED INTO WALL

TEL

HEIGHTS OF G.P.O'S

GENERAL - 300mm ABOVE F.F.L
KITCHEN SPLASHBACK - 1100mm ABOVE F.F.L
RANGEHOOD - 1800mm ABOVE F.F.L INSIDE JOINERY
COOK TOP & OVEN - 700mm ABOVE F.F.L INSIDE JOINERY
FRIDGE - 1800mm ABOVE F.F.L
DISHWASHER - 400mm ABOVE F.F.L INSIDE JOINERY
WASHING MACHINE/ DRYER - 1350mm ABOVE F.F.L
GARAGE GENERAL - 1100mm ABOVE F.F.L

NOTE:
METER BOX PAINTED TO MATCH FASCIA/GUTTER COLOUR
BUILDER TO CONFIRM ELECTRICAL SCHEDULE QUANTITIES

GPO - WITH 2 POINTS WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

2

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 1200mm ABOVE 
FLOOR LEVEL

1

GPO - WITH 1 POINTS CEILING 

GPO - WEATHER 
PROTECTED - WITH 1 POINT

WALL MOUNTED 300mm ABOVE 
FLOOR LEVEL

1

1

1

ENERGY EFFICIENCY NOTES
DRAWINGS TO BE READ INCONJUNCTION 
WITH ENERGY RATING REPORT 

NEW CONSTRUCTION: refer energy report
   MINIMUM REQUIREMENTS
-  GROUND FLOOR R1.0 ADDED THERMAL 
   INSULATION
-  WALLS R1.5 ADDED THERMAL 
   INSULATION PLUS SISALATION
-  CEILING MINIMUM R3.5 ADDED 
   THERMAL INSULATION PLUS SARKING
-  DOOR SEALS BRUSH SEALS TO UTILITY 
   ROOM DOORS. SILL SEALS TO  
   EXTERNAL HINGED DOORS.
-  DRAFT EXCLUSION WEATHER SEAL 
   WITH TAPED HORIZONTAL AND 
   VERTICAL JOINTS. SEALED GAPS 
   AROUND WINDOWS AND EXTERNAL  
   DOORS.
-  EXHAUST FANS DRAFT PREVENTION 

GENERAL NOTES
ALL GROUND LINES & LEVELS ARE 
TO BE VERIFIED ON SITE BY 
BUILDER.

400mm CLEARANCE TO UNDERSIDE 
OF BEARER IN ACCORDANCE WITH 
AS-3660.1 TERMITE MANAGEMENT. 

EAVES TO BE CONSTRUCTED OF 
NON-COMBUSTIBLE MATERIAL 
WHERE WITHIN 900mm OF THE 
BOUNDARY

LEGEND
FG - FIXED GLAZING
OS- OPENABLE SASH
AS- AWNING SASH
DH- DOUBLE HUNG
OB- OBSCURE GLAZING
SL- SLIDING
L.- OPENABLE LOUVRES
SP- SPANDREL PANEL 
ALL WINDOWS TO BE ANODISED 
ALUMINIUM FRAMING UNLESS 
OTHERWISE NOTED.

FLOOR FINSHES CODE

CPT-01
CARPET TILES AS SELECTED

RFL-01
SAFETY VINYL TO AMENITIES AS SELECTED

CON-01
CONCRETE FINISH AS SELECTED

CEILING FINSHES CODE

CT-01
CEILING TILES AS SELECTED

PBD-01
PLASTERBOARD FINISH AS SELECTED

SYMBOL DESCRIPTION FIXING LOCATION

240v RECESSED LED  
DOWN LIGHT 

CEILING

LIGHTING SCHEDULE

FLOOD LIGHT WALL MOUNTED 2600mm ABOVE
FINISHED FLOOR LEVEL

EXTERIOR/ INTERIOR WALL LIGHT 
- WALL MOUNTED 2400mm \
- ABOVE STEPS 300mm

WALL MOUNTED - FIXED ABOVE
FINISHED FLOOR LEVEL AS 
SPECIFIED

T8 FLUORESCENT LAMP 
FITTING - 2 X 18W OR SIMILAR

CEILING

BATTEN HOLDER CEILING

SMOKE ALARM
SMOKE DETECTORS TO BE 
PROVIDED & INSTALLED IN 
ACCORDANCE WITH A.S. 3786-1993

S

THREE GANG SWITCH

TWO GANG SWITCH

SINGLE GANG SWITCH

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

WALL MOUNTED 1100mm ABOVE 
FLOOR LEVEL

COOLING REGISTER CEILING

CEILING.

EXHAUST FAN CEILING. MECHANICAL EXHAUST 
FAN - TO BE VENTED EXTERNALLY

ELECTRICAL CABLE

CEILING FAN AS SPECIFIED CEILING. CENTRAL TO ALFRESCO

HEATING REGISTER CEILING

240v RECESSED LED  
DOWN LIGHT 

UNDER CUPBOARD

240v BUBBLE LED  
DOWN LIGHT 

CEILING

PENDANT LIGHT CEILING

CEILING
2 IN 1 LIGHT, FAN COMBO -
50W OR SIMILAR

T8 LED LAMP FITTING - 2 X 22W 
OR SIMILAR

CEILING

RA

CEILING

MECHANICAL VENTILATION 
- AS PER CONTRACTORS 
DETAILS

CEILING

RETURN AIR CEILING

EXIT SIGNAGE AS PER AS 
2293.1 (SLIMLINE)

CEILING

AH ACCESS HATCH CEILING

FIRE SPRINKLER CEILING

EMERGENCY LIGHTING

HB
WAREHOUSE INDUSTRIAL HIGH 
BAY LIGHT AS SELECTED

CEILING

MATERIALS LEGEND

1. ROOF SHEETING: Pressed Metal - ColorBond 'Night Sky' or similar

2. PANELING: Stage 1 - Painted - Matrix Cladding 'Dulux Zuni' or similar

Stage 2 - Painted - Matrix Cladding 'Dulux Coppersmith' or similar

Stage 3 - Painted - Matrix Cladding 'Dulux Effervescent Energy' or similar

3. PANELING: Painted - Matrix Cladding 'Dulux Wairakei Quarter' or similar

4. PANELING: Painted - Matrix Cladding 'Colorbond Shale Grey' or similar

5. PANELING: Painted - Matrix Cladding 'Colorbond Monument' or similar

6. CONCRETE PRECAST PANELS: Stage 1 - Painted - 'Dulux Zuni' - or similar

Stage 2 - Painted - 'Dulux Coppersmith' - or similar

Stage 3 - Painted - 'Dulux Effervescent Energy' - or similar

7. CONCRETE PRECAST PANELS: Painted - 'Dulux Wairakei Quarter' - or similar

8. CONCRETE PRECAST PANELS: Painted - 'Colorbond Shale Grey' - or similar

9. CONCRETE PRECAST PANELS: Painted - 'Colorbond Monument' - or similar

10. GUTTER & DOWNPIPES: Pressed Metal - 'Colorbond Monument' or similar

11. WINDOWS & DOORS: Powdercoated - 'Colorbond Monument' or similar w dark tinted glass

12. COLOROURED WINDOW PANES: Stage 1 - Spandrel - 'Dulux Zuni' or similar

Stage 2 - Spandrel - 'Dulux Coppersmith' or similar  

Stage 3 - Spandrel - 'Dulux Effervescent Energy' or similar

13. COLOROURED WINDOW PANES: Spandrel - 'Colorbond Monument' or similar 

14. COLOROURED WINDOW PANES: Spandrel - 'Dulux Wairakei Quarter' or similar

15. GARAGE DOOR Powdercoated - 'Colorbond Monument' or similar

NOTE:

Colours are indicative only & will comply with Monash Planning Scheme to satisfaction of

responsible authority

d.
p.

/
r.w

.h
.

d.
p.

sp
rd

.

GENERAL NOTES.

REFER TO CIVIL DRAINAGE PLAN FOR STORMWATER LAYOUT

MINIMUM REQUIREMENTS FOR NEW STORMWATER DRAINS:

▪ BUILDER TO OBTAIN LEGAL POINT OF DISCHARGE FROM AUTHORISED 

AUTHORITIES PRIOR TO CONSTRUCTION;

▪ STORM WATER LAYOUT IS ONLY INDICATIVE & SHOULD BE VERIFIED 

PRIOR TO THE COMMENCEMENT OF ANY WORKS;

▪ CONNECT ALL DOWN PIPES TO THE SATISFACTION OF LOCAL COUNCIL 
AUTHORITIES NOMINATED LEGAL POINT OF DISCHARGE; BUILDER SHALL 
VERIFY ALL LEVELS TO ENSURE ADEQUATE DISCHARGE DRAINAGE PRIOR 
TO ANY WORKS. PROVIDE MIN. OF 1 D.P. EVERY 12m;

▪ PROVIDE 90mmØ UPVC STORMWATER PIPES AS REQUIRED;

▪ PROVIDE 300mm GROUND COVER TO ALL DRAINS. 

SELECTED 90mmØ OR SIMILAR DOWNPIPES

SELECTED 90mmØ OR SIMILAR SPREADER

SELECTED 90mmØ DOWNPIPES WITH RAIN WATER HEAD
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DETAILS

STAIRS AS 
SELECTED

CONCRETE PANEL 
WALL CONSTRUCTION 
TO ENGINEERS 
DETAILS

STEEL ROOF FRAMING 
TO ENGINEERS DETAILS

CEILING TILES ON 
SUSPENDED TRACK 
SYSTEM AS SELECTED

FIRST FLOOR 
FRAMING TO 
ENGINEERS DETAILS

FLOORING AS 
SELECTED

DIRECT FIX FLUSH 
PLASTERBOARD TO 
UNDERSIDE OF FLOOR 
FRAMING 

PRESSED METAL 
ROOFING AS 
SELECTED

NEW 300w x 150d (min.) 
PRESSED METAL 
COLORBOND BOX 
GUTTER AS SELECTED

NOTE:
REFER TO SECTION J 
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